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CLIDE" for WINDOWS

FOREWORD

RITEL SYSTEMS is always looking for marketing opportunities in both hardware and software development. Ifyouhave
the need for erther software or hardware to malke your job more etficient and effective, or if you have developed an item and
wish to market 1t, please contact us. Your mput 15 greatly appreciated!

INTRODUCTION

CLIDE® for WINDOWS™ represents an upgrade to the RITEL SYSTEMS CLIDE for DOS™. CLIDE represents a
application program allowing communication companies to record signal leakage measurements in an system that will
calculate the cumulative leakage index and manage signal leakage information and generate the Federal Communication
Commission compliance reports.

CLIDE® SIGNAL LEAKAGE TRACKING PROGRAM

The CLIDE® for WINDOW S™ upgrade provides windows users with the same great application program that existed m
the DOS version. However, this is only the beginning of enhancements made to this program. RITEL SYSTEMS has
mproved the program to aclueve the following customer goals:

4 Provide a signal lealkage tracking program that operates in DOS or Windows.

+ Provide expanded analysis of lustorical mformation and of leak location information.

+ Provide a wider range of test equipment mterfaces to signal leakage devices.

+ Provide customer requested work order management features and data export capabilities.

+ The detailed enhancements to the system provide greater msight to how RITEL SYSTEMS has mnproved the

management information system to save countless hours of wasted administration time associated with signal
leakage preventative maintenance. These hours become valuable because the administration is quite tedious AND
surveys show that generally a lugher paid teclnician/engmeer 1s assigned to complete thus work. The details of
RITEL SYSTEMS s programming improvements are as follows:

¥ CLIDE® 1z WINDOWS compatible meluding the ability to handle all windows functionality meludmg
mstalled printers and other peripheral drivers.

¥ Automated generation of FCC Cumulative Leakage Index Filing Reports to an ink jet or laser printer attached
to a WINDOWS operating system.

¥ Automated additional RITEL SYSTEMS CLI reports requested by customers and developed by RITEL
SYSTEMS.

¥ Graplucal charts to track signal leakage historical data.

¥ Allow export of vital signal leakage data from the CLIDE® system to spreadsheet programs for customized
customer analysis.

¥ Expansion of AREA code to seven digits allowmg the mput of six and seven digit map numbers or other
references.

¥  Expansion of other fields, suchas the LOCATION FIELD allowing the user to track signal leakage withmore
precise mformation.

»  Develop a CLM-1000 signal leakage meter intertace, as well as that of other test equipment.

¥ Development of a signal leakage work order management systems with the following features:
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Work order entry information

Reports by LEAK SOURCE CODE.

Allow “un-repawed leak entries™ designator fields to be manually changed.
Allow melusion or exclusion of fixed leaks.

Complete leakage statistical reports.

Complete analysis by TECH CODE.

These features make the CLIDE® system an mvaluable tool to a communication company’s techiical department. These
upgrades have been developed after caretul siuveys of existing customers and qualitied technicians/engineers. RITEL
SYSTEMS has thoroughly developed a program that will become the solition of the future in all signal leakage preventative
maintenance programs and FCC cumulative leakage mdex compliance programs.

PREFACE

RITEL SYSTEMS has mtroduced the CLIDE® for WINDOWS™ gignal leakage management system to be used by all
compaines managmg RF broadband terrestrial networks. By FCC mandate, all such companies offering video signals are
required to document a ongoing maintenance program for signal leakage, remedy all signal leaks within the cable network
and report the systems signal leakage to the FCC twice per year. The amount of data accumulated and processed to comply
with this requirement 1s substantial. Tlus requues much tune and energy m a worthwhile program that will protect the
electromagnetic spectrumn. It 1s the goal of RITEL SYSTEMS to provide a software adnmumstration system that automates this
necessary and FCC requured process.

The FCC has developed a process for gauging the signal leakage called cumulative leakage index. The premise of this index
18 to fix a reference pomt m the RF broadband terrestrial network (CATV system) and measure signal leakage throughout the
system. Each signal leal is recorded in magnitude and the CLI calculates the accumulated signal leakage.

This program was originally developed by Dick Amell of Time Warner in the 1980°s. CLIDE® was marketed through
Telecommunication Products Corporation (subsequently Telecommunications Programiming & Services Corporation). In
January 1997 RITEL SYSTEMS obtaied the rights to the CLIDE® software. RITEL SYSTEMS offers several software
products to the communication ndustry meluding this update of CLIDE® . It 1s our hope that vou all find this a productive
and valuable tool to your CATV operations.

STATEMENT OF CAUTION

It 1s the mtent of the CLIDE® software package to provide a tool for cable systems to track and manage system leakage mn
compliance with FCC regulation part 76 and Canadian D.O.C. BP 23 section 4.

Tt has been demonstrated that proper usage of this software will improve management of system leakage and overall system
performance. The proper use of this (or any other) software requires that there be good data mput to aclueve valid data output
(in other words, the age-old axiom applies: "garbage i, garbage out"!). Some of the important factors and considerations are
listed below:

e Accurate plant area data.
e Accurate measurement teclunques.
e Properly tramed personmel.
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e Accurately calibrated detection equipment.
e Allleak data entered, regardless of tune of repair.
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CLIDE for WINDOWS v4.0x INSTALLATION INSTRUCTIONS

NOTE:

want you can scan the floppies before installing.

It vou are running an ANTI-VIRUS software please unload before proceeding. If vou

The Install process installs most of'the files to the \CLIWIN directory but the following listed files are

installed into the "WINDOWS'\SYSTEM directory.

It these files already reside there the Install

program will only overwrite them if the version number is older then the version we have to install.

The followmg files are installed in the \WINDOWS'\SYSTEM directory

BTRV200.DLL
WBTRVRES.DLL
WBTRTHNK.DLL
WBTRCALL.DLL
WBTRV32.DLL
W32MKDE.EXE
W32MKRC.DLL
NWLOCALE.DLL
MSAJT200.DLL
MSAJT112.DLL
MSJETERR.DLL
VBDB300.DLL
VBRUN300.DLL

CLIDE™ for WINDOWS v4.0x is designed to run under Microsoft WINDOWS 9x,

Version 2.50.1108
Version 6.15.3
Version 3.0

Version 6.15.440 Build 01

Version 6.15.440
Version 2.0.430.1
Version 2.0.430.1
File Size 0f 38,576
Version 2.50.1606
Version 1.99.1605
Version 2.50.1111
Version 3.00.0529
Version 3.00.0538

WINDOWS NT. CLIDE™ will not install or operate within a network.

CLIDE™ must be installed from the WINDOWS Taskbar.

WINDOWS 9x Install
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